Repuhlic of the Philippines
APO PRODUCTION UNIT, INC.
2/F PIA Building, Visayas Avenue, Brgy. VASRA, Quezon City,
Metro Manila, Philippines 1128

SUPPLEMENTAL/BID BULLETIN
Procurement of One (1) set Brand New In-Line Computer-to-Plate System (PB-23-18)
27 November 2018

This addendum No. 1 is issued to clarify, modify and amend items in the Bidding Documents
specifically in the Schedule of Requirement and Technical Specifications. Accordingly, this shall
form an integral part of the Bid Documents:
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ORIGINAL PROVISION AMENDED PROVISION
Delivery Period:
On or before Sixty (60) Calendar days upon
Section VI Delivery Period: Receipt of Notice to Proceed.
Seven (7) Calendar days
65 Schedule of ; : ik
Requirements upon Receipt of Notice Training Schedule:
to Proceed On or before Twenty (20) Calendar days upon
Receipt of Notice to Proceed or after the
delivery of the machine.
PC Server should have minimum specifications
but not limited to the following:
- Branded computer that match the CTP
requirement
- With Original Windows Server 0S
- With CTP Workflow Software
- Computer Processor which have the
. 3. One (1) set PC Server capacity a-nd compatibility to handle the
Section VII. . B : CTP Machine System
4 with Original Windows
68 Tech.nllcal_ Gopne OB ow] BWE| C 8GB memory or above
Specifications, - 2TB HDD(7200rpm) or above
(Raster Image
Item 3 Processor) CD-Rom
- Ethernet 100/1GB Network
- USB ports (min.4x ports)
- 19" colored LED monitor
- Keyboard & mouse
- Operating System: Win7/10 (English
ver.)
- Green Specification: should comply with
power saving standards such as Energy
Star
Required  Dimension:
Section VIL Can fit with the | Required Dimension: Can fit with the
68 Technical available  space  at | available space at maximum—of 5.5 meters x
Specifications maximum of 5.5 meters | 2.5 meters.
x 2.5 meters
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ORIGINAL PROVISION AMENDED PROVISION
Training should be
SECtIOI"l ML provxclied ; 54 t.he Training should be provided by the Supplier
Technical Supplier with extensive : ; o
: 2 = with extensive training for at least 2 APO
Specifications, | training for at least 2 Sl
69 personnel and must undergo training to CTP
Other APO personnel and
- - manufacturer plant at the expense of the
Minimum must undergo training s .
: winning bidder.
Requirements | to CTP manufacturer
plant.
PAGE | PARTICULARS ADDITIONAL PROVISION
1. Prospective Bidder may conduct a plant inspection before the
scheduled submission and opening of bids particularly in the Pre-
Section VII. press Area to ascertain the layout plan. Prior to the conduct of the
Technical inspection, it should be coordinated through the BAC Secretariat.
69 Specifications,
Other 2. The bidder shall submit proposed layout plan for the CTP machine
Minimum simultaneous with the submission and opening of bids. The
Requirements submitted layout is subject for End-User’s Approval and TWG’s
Recommendation considering the available space and working
setup.
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